
Polytech Qianjiang c。. Ltd 

T. 0086 728 8155098 

F. 0086 728 8155099 

YOFCS。uth R。ad. Jianghan Saliniza
ti。n Industry Park. Qia时iang, Hubei. 
P.R. China 

c, 2022 Polytech Q旧时lang c。 ltd 刷 l R阳hts Reserved 

丁《… Poly tech 

LARMOR®YP-037 is an optical fibre primary c。ating. matched with 
UV-LED curing. This product has many advantages such as l。w mi
cr。 －bending loss. being suitable for high drawing speed, low 
Helium c。nsumpti。n and l。w 。d。r.

Liquid c。ating Pr。perties

Viscosity, 25
°

C 9900 mPa·s 

Density l.02 g·cm' 

Refractive index l.476 n/a 

- Cured Coating Properties

Elongation粤 73 9也

Tensile strength* 0.60 MPa 

ModulL后， 2.5% strain' l.50 MPa 

Glass transition temperature -24.3 。C

Refractive index l.490 n/a 

95% cu re dose 0.2 J.cm·2 

Curing shrinkage 2.5 % 

Thermal weight change at 
4.5 9也200

。

C for 40min 

Adhesion to glass 0.14 N/cm 

’Cured film thickness lSOµm. test temperature at 23±2℃， humidity at 50±5% 




